


RJ 002 Inlet Nut

RJ 011 Seat

RJ 012 H.P. Seal

RJ 013 Spring

SL 003 Body

1.  Unscrew the Inlet Nut from the Body.

2.  Remove the Seat, H.P. Seal and
Spring from bore of Shaft.

SL 001 Shaft

RJ 009 Bearings

SL 003 Body

3.  Push Shaft with Bearings
out of Body.

SL 001 Shaft

RJ 009 Bearings

4.  Press Shaft out of Bearings.

5.  Inspect Shaft Seals in Body
and Inlet Nut for damage; remove
them if needed.
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lip with spring 5.  Install Spring in bore of shaft.

6.  Apply grease to the H.P. Seal
and install in bore of shaft.

7.  Install Seat with flat face
against H.P. Seal (See Section 6.0
for detail.)

8.  Apply anti-seize to threads
of Inlet Nut; thread into Body,
making sure Seat stays in bore
of Shaft.  Tighten to 40 ft-lb.
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1.  If Shaft Seals were
removed, install new ones
in the Inlet Nut and Body
as shown.  Apply grease to
the lips of the seals.

2.  Install Weep Seal
on Inlet Nut.  (There is no
weep seal on 90  Inlet Nut.)

3.  Grease new bearings
(RJ 009) and press them
onto shaft one at a time.

4.  Push Shaft with bearings
into Body.

SL Rotary Couplings (SL-P8P4, SL-M9AV9, SL-M9M9R-L)
Disassembly:

Assembly:
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