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1.0 INTRODUCTION 
 
This manual was prepared to provide the operator with the basic information needed to operate and 
service this equipment.  The operating recommendations in the manual will ensure that you receive 
satisfactory performance.  All operating personnel responsible for the care of this equipment should be 
familiar with the information in this manual. 
 
If you have any questions or problems with this equipment, please contact the distributor you obtained the 
product from, or the manufacturer: 
 

StoneAge, Inc. 
54 Girard St. 

Durango, CO 81303 
970-259-2869 Phone     970-259-2868 Fax 

www.stoneagetools.com 
 
 
 
 

2.0 SAFETY WARNING 
 
Operations with this equipment can be potentially dangerous if caution is not exercised prior to and during 
tool use.  Please read and follow all of these instructions, in addition to the guidelines in the WJTA 
Recommended Practices handbook. 
 

2.1 Only competent and trained persons should operate this equipment. 
2.2 The immediate work area should be marked off to keep out untrained persons. 
2.3 All personnel in the area should wear appropriate personal protective equipment. 
2.4 Inspect the equipment for visible signs of deterioration, damage, or improper assembly.  

Do not operate until repaired.  Make sure all threaded connections are tight and leak free. 
2.5 Check nozzle orifices before use.  If any are plugged, they must be cleaned or replaced. 
2.6 The machine should be securely supported.  Strong thrust is created by waterjets. 
2.7 This equipment should always be used with an operator controlled dump mechanism to 

release the high pressure water.  If it is necessary to have a person work near the 
cleaning jets, then it is this person who should have control of the pressure dump. 

2.8 Check that all control functions work properly before going to high pressure.  
2.9 Do not exceed the maximum operating pressure specified for any component in a system. 

 
 

 



3.0 DESCRIPTION 
 
This Lancing System was designed to effectively clean pipe sections.  It is used with a rigid lance and 
nozzle head.  The water exits through replaceable orifices in the nozzle tip as high velocity waterjets that 
are capable of unplugging and removing scale in pipes.  Air or hydraulic motors supply rotation and feed 
power. 
 
Since the lance is continuously rotated, a fewer number of larger, more powerful jets are used to 
completely clean the insides of the tubes.  Larger jets will also penetrate tougher deposits more effectively 
than many smaller, non-rotating jets.  Rotation of the tip also makes this tool effective for polishing tube 
walls.  The powered feed allows all the jet power to be used in attacking the material ahead of the tip.    
 
 
 
 
 
4.0 SPECIFICATIONS 
 
Standard Rail Length BRLM 300-15 15ft  
 
Standard Extensions BRLM 080-x 5, 10, 15, 20 or 25 ft 
 
Stroke Length  Total Rail Length 15 ft 20 ft 25 ft 30 ft 35 ft 40 ft 
   Stroke Length  12.5 ft 17 ft 22 ft 26.5 ft 31.5 ft 36 ft 
 
Lance Guide Blocks Total Rail Length 15 ft 20 ft 25 ft 30 ft 35 ft 40 ft 
   Number of Guides  3  4  5 6  7 8 
 
Carriage Packages BRLM Pipe Cleaner 15,000 psi 
   BRLM Pipe Cleaner  20,000 psi 
   BRLM Pipe Cleaner 40,000 psi 
 
Water Swivels  Pressure 15,000 psi      20,000 psi  40,000 psi 
   Single Rotary SG P12P12M-0      SG M12KM-0 UH-H6H9 
    
Lance Connection Pressure 15,000 psi      20,000 psi  40,000 psi 
     1/2 to 3/4 npt      3/4 MP  9/16 HP 
 
Rotation Air Motor Gast 4AM 20 to 40 cfm @ 80 psi 
Feed Air Motor  Gast 6AM 30 to 50 cfm @ 80 psi 
 
 

 
 
5.0 ASSEMBLY INSTRUCTIONS 
 
 
 
 
 
 
 
 
 



CB 115    Coupling, P8     1 
CB 116    Nipple, P8     1 
CB 120    Elbow Fitting, P6 90    1 
CB 122    Outlet Fitting, P6J8    2 
CB 124    Ball Valve     1 
CB 126    Outlet Fitting, Elbow, P6J8 90   5 
CB 132    Regulator     2 
CB 142    Valve, Selector     1 
CB 147    Elbow, P6P4 90     1 
CB 148    Gauge      1 
CB 158    Hose      3 
BR 154    Muffler      1 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

  



BRPR 210
Tripod Stand

Jackstand Assy
BRPR 225

Telespar
BRPR 225.1

Jack Brkt Assy
BRPR 220

BR 060
Rail Clamp (2)

15K

BRLM 344.2-M12
Front Guide

20K & 40K

Head (20K ONLY)
SA 103 GP2

BRLM 344.1-M12
Pipe Drill Shield
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BRLM PIPE VISE & JACKSTAND

BRLM 349
Pipe Vise

Pipe Drill Shield
BRLM 344.1-P12

Head
SA 103-P12P12

Vise Frame
BRLM 347

Vise Support
BRLM 348

BR 060
Rail Clamp (4)



BRLM 054
Gearbox Lifter (2)

BRLM 275 Cover
BRLM 273 Tail Chain

Air Motor

Key .250x.125x1.00 (2)

LM 016-4

BRLM 019

HF 050
Gearbox

Chain Hook

Shaft
SG 071-P12P12

BRLM 272

Guide Block

Plate, Tail

SG-P12P12M-0

(3 used with 15 ft rail)

Coupling
GP 052-P12P12

Swivel

BR 157
Fitting

Riser Block
BRLM 055

Roller (4)

BRLM 271
Plate, Clamp

Axle (4)

BRLM 022

Support

BR 155
Muffler

Carriage 

Pedestal
BRLM 024.2-HC

BR 052-2.5

Coil Mount

BRLM 270
Clamp (2)

BRLM 018

BR 055
Clamp, Coil
BRLM 037

Pedestal
BRLM 024.1-HC

BRLM 027-SGS

BRLM 435-P12

BRLM 034-xx
Coil

BRLM 036
Bolt, Coil Anchor (2)
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BRLM CARRIAGE ASSY 15K

LM 123

Hydraulic Motor

Fittings (2)

LM 122

LM 120
Adapter Plate, Hyd

BRLM 310-H (Hydraulic) Components


